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STANDARD REBAR SHAKER
Eliminate the time and mess of lowering a con-
crete vibrator into a cell containing a rebar and 
filled with concrete.  The Rebar Shaker requires 
only 2 people, one to pour the grout and the 
other to centre the rebar with the Rebar Shaker 
and vibrate while the cell is filling with grout.  
When the cell is filled, the grout is completely 
consolidated and there is no need to top off...
it’s done!
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cell illustrating improper
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ELECTRIC POWER UNITS PETROL POWERED UNIT
Oztec Power Units
All Oztec power units (gas and electric) run 
power heads 11,000 to 12,000 vpm.  They never 
drop below 10,000 vpm even in the lowest 
slump concrete (near 0) when maximum head 
size specifications are followed.

Electric Motors
Oztec electric motors are manufactured to 
exacting specifications to withstand the rough 
day to day abuses associated with construction 
sites. Lightweight, compact and fitted with our 
comfortable adjustable shoulder strap, this one 
man power unit will speed through the stiff-
est concrete. Using the selection chart below 
allows you to combine power units with any of 
Oztec’s steel heads for maximum productivity.

         3 Powerful Models     Max Head Size
    Model                        HP                         Steel
    1.8 OZ                       1¾                         1”
    2.4 OZ                       2¼                         2”
    3.2 OZ                       3¼                     2½” 

Mounted on a 
very comfortable 
frame the Oztec 
backpack BP-50a 
allows opera-
tors incredible 
manoeuvrability 
around the job.  
Run time with 
full tank approx 
1 hour.  The BP-
50a is equipped 
with a totally 
enclosed rotary 
throttle allowing 

Oztec steel vibrator heads produce the highest 
amplitude and centrifugal force, generating the 
largest  radius of influence of any heads available. 
Whether combined with one of Oztec’s electric or 
gasoline powered motors and choice of flexible 
shafts....the results are exceptional!  The benefits? 
Lower cost....higher earnings...superior quality 
concrete!

All Oztec power units come 
standard with the 

Quick Disconnect system

the operator to comfortably control the engine 
while preventing wet concrete from entering and 
clogging the throttle mechanism.  A kill switch is 
also conveniently located on the same handle.

STEEL VIBRATOR HEADS 

FLEXIBLE SHAFTS 

Regular Heads (diameter)

  ¾ “ (pencil head)  1¾ “
  1”     2”
  1¼”   2½” 
  1½” 

When transmitting power from the power 
source to the vibrating head, select one of 
Oztec’s flexible shafts.  The inner cores are 
made from extra-high carbon steel wires with 
casings made from tough abrasion resistant 
neoprene rubber, reinforced with multiple 
layers of high tensile wire braiding with a hard-
ened flat steel liner.  They are interchangeable 
on all Oztec power units, are reversible and 
come supplied with ‘quick change’ adaptors.

Standard lengths (in feet): 2, 5, 7, 10, 14, 16, 18 & 21.  
Custom lengths available. Pencil shafts for pencil head 
vibrators are available in 3, 6, 9, 15 and 20ft lengths.


