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WATER REPELLENT 
 

SOLVOSIL 
 
 
____________________________________________________________________________ 
TECHNICAL DATA____________________________________________________________ 
 
Water Repellent For Mineral Building Materials 
 
1.0  

DESCRIPTION 
 
SOLVOSIL brings the latest technology in the form of a siloxane water repellent which is 
used on porous building materials to give water repellency and enable the original 
appearance to be maintained. 
 
The resins contained in SOLVOSIL are manufactured in Europe by leaders in preservation 
technology of historic buildings and monuments around the world.  SOLVOSIL has been 
formulated to give the following advantages.  Prevents rain and run-ff water penetrating 
walls and facades whilst allowing them to breathe.  Quick drying on all neutral and alkaline 
substrates meaning the beading effect is noticeable within a few hours of application.  High 
penetration power.  High water penetration resistance by capillary action. 
 
Outstanding resistance to ageing agents (freeze, thaw, ultra violet light etc) giving in normal 
circumstances a surface protection for more than 10 years. 

 
2.0  

CHARACTERISTICS 
 
Appearance:                 Colourless to straw coloured liquid 
Specific Gravity:            .975 
Flashpoint:                    32C in white spirit 
D.G. Class:                   3.3 
Toxicity:                        Non-toxic when dry 
UN Number:                 1307 
Packing Group:             111 
Hazchem:                      3Y 

 
3.0  

SOLVOSILS intended use is for treatment of vertical and sloping surfaces such as roofs  
and walls, giving maximum performance on materials such as Oamaru stone, Limestones, 
natural stone, cement plaster, block work, bricks, earth bricks, roofing tiles, concrete and 
fibrous cement etc. 
 
When treated as per specified, the following protection is offered from: 

 
 Leakage and dampness 
 Dirt build-up including moss and mould 
 Cracking, erosion and splitting of materials due to frost. 
 Lack of heat insulating properties 
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4.0  

APPLICATIONS AND PRECAUTIONS 
 

•  
The surface to be treated must be clean, free of dust or any other dirt build-up which 
would limit the penetration of SOLVOSIL. 

 
•  

After low pressure cleaning or following rain, it is advisable to wait 24 to 48 hours 
before application.  If needed, SOLVOSIL can be applied to a damp surface as a 
temporary stop gap measure but a repeat treatment is recommended at a later date 
when dry to guarantee waterproofness. 

 
•  

TO APPLY 
 

Low pressure spray equipment (back pack or airless) can be used on large areas or 
brush and roller on smaller areas.  Two applications are more effective to gain 
suitable coverage.  Start from the bottom of the wall and work up flooding the surface 
until saturation.  As a guide, the following rates are applicable to give long lasting 
protection: 
 
  Oamaru Stone  0.6 to 2.0 litres/metre2 

  Bricks   0.6 to 1.2 litres/metre² 
  Mortar & Concrete 0.3 to 0.5 litres/metre² 
  Asbestos Cement 0.3 to 0.5 litres/metre² 
  Sandstone & Lime Stone 0.6 to 2.0 litres/metre² 

 
•  

Protect solvent sensitive materials from over spray i.e. plants, hotmix asphalt, 
rubber.  On windows and glass remove any splashes before the solvents 
evaporates. 

 
•  

Clean out brushes and equipment with mineral turps. 
 

MANUFACTURERS/SUPPLIES NOTE: 
 
Whilst every reasonable precaution is taken in the manufacture of this product and the 
information contained in the data sheet is to the best of our knowledge current and true, all 
recommendations and suggestions are made without guarantee as application conditions are 
out of our control. 
 
All information is based on extensive testing which is available on request. 
 
Distributed by:      
   
Total Site Supplies 
PO Box 563 
TIMARU 7940 
Free phone 0508 88 5656 
chris@totalsite.co.nz  
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TECHNICAL DATA 
 
 
 

5.0 GENERAL HAZARD INFORMATION 
1. Slightly irritating to eyes, respiratory system and skin 
2. Inhalation: Fresh air, rest artificial respiration if needed 
3. Skin contact: Wash immediately with plenty of soap and water 
4. Eye contact: Immediately wash with water for a prolonged period, keep eyes wide 

open.  If irritation persists consult specialist attention. 
5. Ingestion: NEVER attempt to induce vomiting.  Specialist care should be got 

immediately 
6. Flammable liquid 
7. Foam, powder and CO2 carbon dioxide are suitable extinguishing mediums 
8. Protective goggles and gloves should be worn (solvent resistant)  
9. Ensure adequate ventilation 
10. Presents no risk to the environment provided disposal requirements are met. 

Incinerate at licensed installation.  Dispose at approved landfill site. 
 
6.0  DO NOT EAT, DRINK OR SMOKE during use 
 This does not in any way excuse the user from knowing and applying all the  

regulations governing his activity.  It is the sole responsibility of the user to take all 
precautions when handling the product. 
Commonsense and care is needed. 
 
 
 

 
This technical information is given in good faith, but only as a guide.  However, subject to 
any implied terms, conditions or warranties imposed by the Consumer Guarantees Act 
1993, all recommendations and suggestions are made without guarantee as application 
conditions are out of our control. All information is based on extensive testing which is 
available on request. 
 
  


